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A two-component, high build, epoxy resin based finish. It has very good resistance to seawater splash, mineral oils,

petroleum, vegetable oils, animal oils, and mechanical wear. Not recommended against acids and oxidizing solutions.

Approved as a Fire Retardant Marine Paint by Lloyd’s Register of Shipping (LR), Det Norske Veritas & Germanishier Lloyd

(DNV∙GL, CE Marking) and Korean Register of Shipping (KR).

RecommendedRecommended

useuse

As a finish on interior and exterior of steel structure in corrosive marine and industrial environments.

Protective coating for exposed parts against mechanical wear and seawater/fresh water splash

Physical PropertiesPhysical Properties

Finish andFinish and

ColorColor

Semi gloss. White (1000), Green (4440), Grey (1128), Black (1999)

* For more available color, consult with KCC’s business department

SpecificSpecific

gravitygravity
Approx. 1.20 for Mixture of Base and Curing agent

Solids bySolids by

volumevolume
Approx. 60 % (Determined by ISO 3233)

Spreading rateSpreading rate

(Theoretical)(Theoretical)
6.0 ㎡/L in 100 ㎛ dry film thickness on a smooth surface.

Flash pointFlash point Base (ET5740 PTA) : 20 ℃/68 ℉ (Closed cup)

Curing Agent (ET5740 PTB) : 27 ℃/81 ℉ (Closed cup)

VOCVOC

Application detailsApplication details

SurfaceSurface

preparationpreparation

PrecedingPreceding

coatcoat

Method ofMethod of

applicationapplication

Mix ingMix ing

ThinningThinning

ApplicationApplication

conditionsconditions

Film thicknessFilm thickness

Drying timeDrying time



SubsequentSubsequent

CoatCoat

Pot lifePot life

RecoatingRecoating

intervalinterval

HeatHeat

res is tanceres is tance

temperaturetemperature

Continuous : 93 ℃/200 ℉ (Non-immersion service)

Non-Continuous : 121 ℃/250 ℉ (Non-immersion service)

Storage and packageStorage and package

Shelf lifeShelf life ET5740PTA (Part A, Base) : 12 months (at 23℃)

ET5740PTB (Part B, Curing agent): 12 months (at 23℃)

Packing UnitPacking Unit 15 L ( ET5740PTA : 10 L, ET5740PTB : 5 L)

RemarksRemarks

NoteNote
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Disclaimer : The information in this data sheet is believed to the best of our knowledge based on laboratory test and practical
experience. However, there are many factors affecting the performance of product and the product quality itself, so we are not
able to guarantee without the confirmation of the purpose of using the product from us in writing. We reserve the right to change
the data without notice and you should check that this data sheet is current prior to using the product.


