
 

KORETOP 

 

DESCRIPTION 

Koretop is a permeable and gaseous protective film for concrete floors. 

Koretop provides gloss and lasting beauty for concrete floors. 

The Calcium Silicate of Koretop is compatible with the components of concrete (Calcium 

Hydroxide) in a hard cement crystal filled with pores and other active ingredients contribute 

to the reinforcement of the concrete surface. 

Koretop is a water-based, non-toxic, non-hazardous chemical that complies with VOC 

regulations worldwide. 

Koretop highlights the colors of natural stone and molded stone, colored concrete or concrete. 

ADVANTAGES 

 Increased hardness and abrasion resistance, tinting of concrete floors. 

 Bring long-lasting shiny beauty to the surface, easy to clean. 

 Highlight the color of the concrete floor. 

 Very easy to apply with high permeability. Formation of air escape protective film, not 

peeling as when treated with epoxy. 

 Easy maintenance with floors with high load density without removing the old layer. 

 Easy to clean stains from rubber tires. 

RECOMMENDED USE 

 Manufacturing plants: furniture, electronic components, textiles, footwear ... 

 Warehouses and hangars. 

 Supermarkets, restaurants, shops... 

 Parking lot. 

COVERAGE 

The first layer: 60 m2/kg. 



 
The second layer: 80 m2/kg. 

APPLICATION METHOD 

Koretop will promote maximum performance when the floor is covered with Korehard lining. 

You can cover Koretop after about 15 to 30 minutes. Please refer to the technical documents 

of Korehard. 

Surface preparation 

The surface should be clean, free from dirt, grease, stains or agents that interfere with the 

osmosis process. 

It is best to use sandpaper to clean and roughen the surface. With large floor planes, use a 

decking machine to use it with a suitable plug-in pad. 

The surface should be dry and easy to penetrate. 

 Applying Koretop 

Stir gently before use. Do not stir too hard as the supernatant solution loses uniformity. 

Apply a chemical spray over the surface to be treated with quantitative 60–80 m2 / liter 

depending on the uniformity of the surface. Do not go back after construction. 

Then move to another area to take advantage of the time waiting for the chemical to drain. 

Time to wait for dry chemicals between 2 coats or before using for at least 15-30 minutes. 

The second layer will significantly improve the surface's gloss and resistance to discoloration. 

Use a high-speed dedicated polishing machine and pad (1500-2100 rpm) to speed up the 

reaction process and increase floor shine. 

The texture and permeability of the surface will determine the rate of use. Porous concrete 

surfaces may need more chemicals than usual. 

Floors can walk again after 30 minutes. Limit the circulation much within 24 hours from the 

construction. Avoid contact with water in the first 24 hours. 

Note: apply for each layer, not too much. 

CLEARNING 

Clean the device after using soap and water. Although Koretop is not toxic and is an 

environmentally friendly product, it is an alkaline chemical. Use up all of the chemicals that 



 
have been removed, if left over, wipe them dry or pour them in the designated places, 

especially without pouring chemicals into drains. 

 

MAINTENANCE 

Absolutely do not use acid or acid and butyl-based chemicals to clean the floor. Although 

Koretop has anti-dulling effect, with some compounds, especially acid, can damage concrete 

surface so the product may not be suitable in some specific conditions. For a better 

understanding please contact the manufacturer's technical department. Regular cleaning and 

maintenance of the floor will help retain gloss longer. Clean chemical spills right away. 

 SAFETY 

Treatment of excess chemicals must comply with local regulations. Although not toxic and 

environmentally friendly, it can be irritating, it may cause irritation. May wear glass and 

gloves. 

 Rinse when dropped into the skin. Do not drink. If you drink, do not induce vomiting but 

drink plenty of water and call your doctor right away. Avoid eye contact. Should use full 

protective equipment when construction. New surface coated with chemicals can cause 

slippage. 

PRODUCT PROPERTIES 

Solid by volume 27% 

Gravity 1.07 

pH 10.6 

V.O.C content < 1 g/L 

Explosion point N/A 

Freezing point 0 oC 

Shelf life 12 months 

 

 



 
CONCRETET PROPERTIES AFTER APPLYING KORETOP 

Abrasion Abrasion resistance increased by 35% with concrete Mac 250 TCVN 
Measuring device for grinding, H22 grinding wheel, 1000 rounds, load 
1000 gram ASTM D 4060 

Hardness  Hardness Moh’s increases from 4 to 6 with concrete 
Mac 250 TCVN 

Glossness Gloss increased from 4.5 GU to 25 GU. 
The gloss increases from 4.5 GU to 76 GU with the finished surface 
processed by Koretop. 
The method of gloss measurement is carried out with 85 degree angle 
ASTM D 523 

NOTE 

Do not allow chemicals to freeze. Gently shake before use. Do not spill water on the floor or 

clean the floor within 7 days after covering the chemicals. Do not go back when the surface is 

still wet. 

Koretop has no capacity for basket filling and cracks. Chemicals adhere very quickly to most 

materials like metal, wood, glass and paint. 

Protect the neighborhood when construction. Immediately clean the area with wet cloth and 

soap. 

Always test in a small range before construction to estimate the use norms, material 

characteristics of the surface and desired after use. 

Refer to the manufacturer's website to continuously update the latest version of this 

document. 

 PACKING SIZE 

Small size: 25 kg/can 

Big size: 200 kg/drum  
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