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A gelatinous paint remover with a strong dissolving effect on almost all kinds of old paints and varnishes. 

RecommendedRecommended

useuse
As a paint and varnish remover. Can also used for reusing of stiffened paint brushes and rollers.

Physical PropertiesPhysical Properties

Finish andFinish and

ColorColor
Milky semi-transparent liquid

SpecificSpecific

gravitygravity
Approx. 1.2

Solids bySolids by

volumevolume
Approx. 4 %

Spreading rateSpreading rate

(Theoretical)(Theoretical)
Not relevant for this product. See below “Application Method”.

Flash pointFlash point Non-flammable

Application detailsApplication details

SurfaceSurface

preparationpreparation

Do not apply above 25 ℃/77 ℉ of temperature condition, under direct sunlight or strong wind as the

evaporation will proceed too rapidly.

Method ofMethod of

applicationapplication

Apply it in a thick layer by brush and leave it for 5 ~ 10 min until the paint or varnish film can be removed

with a scraper.

On very thick layers of old paint, or if the softened paint dries up, repeat the above process.

Consumption is depending on the nature and thickness of the paint or varnish to be removed.

As a rough guide, a spreading rate of 3 ~ 5 m2 /L is indicated.

ThinningThinning Do not dilute.

SubsequentSubsequent

CoatCoat

● Wood : Wash down thoroughly with a weak solution of ammonia water(oak, teak and mahogany may

be discolored by ammonia), followed by rinsing with fresh water. ● Steel : As above. ● Brushes and

rollers : Rinsing thoroughly in fresh water.

Storage and packageStorage and package

Shelf lifeShelf life 12 months

Packing UnitPacking Unit 1L, 4L

RemarksRemarks

HandlingHandling

PrecautionsPrecautions

* Handle with care.

* Avoid contact with skin and eyes.

* Avoid prolonged breathing of solvent vapors.

* Use with adequate ventilation.

* Respiratory protection is recommended during application in confined spaces or stagnant air

NoteNote
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Disclaimer : The information in this data sheet is believed to the best of our knowledge based on laboratory test and practical
experience. However, there are many factors affecting the performance of product and the product quality itself, so we are not
able to guarantee without the confirmation of the purpose of using the product from us in writing. We reserve the right to change
the data without notice and you should check that this data sheet is current prior to using the product.


